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CHAPTER 2
HEALTH, SAFETY, AND SECURI TY
2-1. Ceneral. The health, safety, and security of the general public at

recreational areas must be designed into facilities fromthe begi nning of

t he planni ng stage and continued throughout the design, construction, and
operation stage. Engineer manuals and regul ations in the 385 series estab-
lish the safety programrequirenent for all Corps of Engineers activities
and pertinent provisions of these publications will be applied. Al facili-
ties and equipnent will conply with applicable Cccupational Safety and

Heal th Administration (OSHA) standards, National Fire Protection Association
st andards, and Consumer Product Safety Comm ssion standards and gui des.

Cor ps standards established in this manual will also apply to facility
design in outgranted areas.

2-2. Protection and Control. Access to recreation areas should be control -
led with natural barriers such as berms, ditches, gates, barricades, and/or
fencing. This protects the natural resources and the general public by
keeping them wi thin designated areas and away from potentially hazardous
condi tions.

2-3. (Gates/Barricades.

a. Control gates shall be located at the main park entrance and at
entrances to canping | oops, picnic areas, and other recreation facilities
that nmust be tenmporarily closed for mmintenance, quiet hours, seasona
cl osures or overuse rejuvenation

b. Barricades will be installed where a road has been closed and
vacated due to inundation. Warning signs shall be placed at sufficient
di stances fromthe barricade to all ow gentle vehicle stops.

C. Were the occasional inundation of a road occurs, a tenporary barri-
cade, in accordance with Manual on Uniform Traffic Control Devices for
Streets and H ghways, will be installed. These barricades shall be
install ed when | ake forecast indicates a road will be inpassable due to

flooding. The barricades shall be renmoved as soon as the road is usable.

d. Rocks, earth berms, shrubs, trees, ditching, etc., may be used as
barri cades where considered appropriate for traffic control

2-4. FEencing. Total or partial fencing of park boundaries may be required
to prevent park users fromtrespassing onto adjacent private property, to
restrict vehicular access to designated areas, and to adequately delineate
property lines to prevent encroachnent by adjacent |and owners. Fencing may
al so be required to protect the public from hazardous conditions such as
steep bluffs, outlet works, and to provide security for sensitive areas such
as mmi nt enance storage areas, oxidation ponds, water and sewage treatnent
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facilities) electrical switch yards, historical and archaeol ogical sites
(reference FM 19-30, AR 190-51, ANSI-C2, AR 190-13). Fencing materials
shal |l be functionally and aesthetically appropriate for intended use: barbed
wire for control of cattle, split rail, chain link, or guard post; highly
visi bl e cabl e next to subdivisions; six-foot chain link with three strands
of barbed wire around sensitive areas and hazardous conditions such as

mai nt enance conpounds, radio building, swtchyards; and woven wire with one
or two strands of barbed wire around service facilities such as water and
sewer treatnent facilities. Pedestrian gates, stiles or openings will be
placed in the fence at reasonable intervals to provide public access to
unrestricted public lands. Policy and gui dance on fencing of project
boundari es are provided in ER 1130-2-400.

2-5. Quardrails. The use of guardrails should be |imted to sharp curves,
hi gh roadway enmbankments, and fills around structures that are | ocated cl ose
to roadways and for barricading straight-in access roads that end in the

| ake. Aesthetically conpatible material should be used w thin parks.

2-6. Buoys. Buoys or buoy lines shall be provided to alert boaters to
restricted areas, sw nming areas, danger zones, hazardous areas, slow speed
areas, boat |anes, etc., and shall conformto the current Uniform State

Wat erway Marking System \here no boat traffic is to be allowed (such as
outlet works, spillways, water intakes) buoys shall be interconnected with
steel cable, boonms, or other suitable devices so as to prevent unauthorized
entry. Buoys and suitable warning signs shall be placed and mai nt ai ned
upstream and downstream of an outlet work. Buoys shall be |ocated upstream
froma maxi mum di scharge through the outlet works or draft tubes. Floating
war ni ng signs, attached to the buoy lines, shall be of sufficient size to
adequately warn boaters before approaching the hazardous area. Downstream
buoys and suitabl e warning devices shall be placed to prevent fishernen from
entering strong currents rel eased during high di scharges.

2-7. Signs. Signs shall be provided only where needed to regulate traffic,
war n of hazardous conditions, establish restrictions (and restricted areas)
and to provide information. Exanples of sign placenent are bluffs where
diving is prohibited, slippery surfaces on boat ranps, downstream of dans
and tailraces, restricted areas for authorized personnel only, prohibited
fishing areas or boating areas. Detailed guidance on all traffic and
war ni ng signs and their placenent shall conply with the current Manual on
Uniform Traffic Control Devices for Streets and H ghways and chapter 4 of EP
310-1-6. Informational bulletin boards will be provided in public use areas
cont ai ni ng proj ect maps, emergency nunbers, Title 36 rules and regul ati ons,
safety tips, and general information.

2-8. Tel ephones. Where feasible, public pay phones will be provided in
public use areas. Phone service should al so be provided to entrance
stations for security.

2-9. Courtesy Boat Docks. Courtesy boat docks, minimally sized to accommo-
date safe use and suitable for handi capped access, should be provided at al
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boat ranps when econonically feasible to install and maintain (see para
1-9c). Floating courtesy docks are preferred on pools that fluctuate.

Fi xed docks may be used on stationary pools. Docks shall be |located as
close to the ranp as possible without creating boat traffic congestion to
provi de short-term conveni ence. Access to the dock shall be directly

adj acent to the ranp.

2-10. Lighting.

a. Safety. Al boat ranps, major road intersections, and major facili-
ties (such as restroonms, group shelters entrance stations) wll have ade-
quate lights, when avail abl e at reasonable cost. Care should be taken not
to over light certain areas and detract fromthe atnosphere of the recrea-
ti onal experience.

b. Security. Al maintenance areas, outlets works, and other nmjor
service facilities will have sufficient lighting to protect against vandal -
ismand theft.

2-11. Access Roads to Boat Launching Ranps. Access roads to |aunching ranps
shal |l be designed to require a deliberate turn fromthe approach onto the
ranp. Traffic control devices, such as barricades, traffic islands, or
berms, may be used to ensure access roads are not in direct alignnent with
the ranp. As a general rule, provide 25 car and trailer parking spaces per

| ane, except where denmand or site conditions require deviations.

2-12. Power and Communication Lines. Overhead power and communi cation |ines
will not be permitted across boat | aunching access roads, parking lots, or
areas where sailboats are rigged. Overhead power and comuni cation lines in
ot her areas shall have clearances that conply with ER 1110-2-4401

2-13. Park Entrance Facilities.

a. A manned park entrance facility is normally provided at mmjor use
areas for visitor informati on and assi stance, surveillance, security, and
fee collection. Gates and other vehicular controls should be provided in
order to control quiet hours traffic. Emergency tel ephone nunbers should be
posted near public tel ephones in a well lighted area.

b. Physi cal security of the entrance stations should be considered in
design. Since these structures serve as a receiving and tenporary storage
point for user fee funds, a secure vault or safe should be considered in the
design of these facilities.

2-14. Steps, Walks, Ranps, and Handrails. Access to buildings and other
recreational facilities should be via safe, well |ighted steps and wal ks.
Handrail s and ranps should be provided as required in EM 385-1-1

2-15. Industrial Hyqgiene/Health Hazards. Recreation areas should not
present health hazards to the public. Information on any hazardous nateria
shoul d be provided to the Resource Manager identifying necessary controls
and precautions to be taken during operation and maintenance.
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